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Unisil SL-11N           

Water repellent for surface and volumetric treatment of porous mineral bases 

Description 

Water solution of sodium methylsiliconate.  

Features 

• Reduces the water absorption of the material, thereby 

increasing the frost resistance of structures and their 

service life; 

• penetrates deeply into the pores without clogging 

them, maintaining vapor permeability of the material 

processed; 

• not flammable. 

Applications 

• For water repellency treatment of surfaces that 

absorb moisture, such as brick, concrete, natural 

building and ceramic products; 

• as an additive in the manufacture of concrete, 

gypsum fiber boards;  

• for repair work in residential and industrial buildings 

and structures; 

• for chemical treatment of drilling muds to improve 

their structural and mechanical properties at drilling of 

oil and gas wells, and as an additive in cement grouting 

mortars. 

Storage 

The shelf life is 12 months at temperature from minus 30 

°С to +30 °С. Store in original containers separately 

from acids. Prevent from direct sunlight.  

Storage over the date specified on the label does not 

necessarily mean the product is unusable. In case if store 

more please check the properties of product before use. 

Packing 

• Drums polyethylene up to 50 dm3; 

• barrels combined (steel – polyethylene) up to 200 

dm3; 

• special containers up to 1 m3. 

Do not store in containers painted inside, as well as 

containers made of aluminum.  

Application 

At volumetric treatment can be used directly in 

production of concrete, gypsum materials and gypsum 

fiber boards. Liquid Unisil SL 11N is added to the 

mixing water directly in the manufacture of mortars. 

To reduce water absorption it is enough about (0,2 - 

0,4) % liquid Unisil SL 11N from the amount of binder 

(cement, lime or gypsum). Liquid efficiency depends 

on the quantitative and qualitative composition of 

mortar, so precise dosing recommendations can not be 

provided. You should always provide preliminary tests 

to identify the optimal quantity of liquid Unisil SL 

11N. 

At surface treatment liquid is diluted with water 

immediately before use. Standard dilution: for 1 L of 

liquid Unisil SL 11N add about 10 L of water. 

Test required concentration on material before use. 

When applying liquid Unisil SL 11N may be formed 

on the surface of white efflorescence, so it is only 

suitable for surface treatment, which does not present 

aesthetic requirements. Diluted solutions can be 

applied by dipping, spraying or brush. Consumption 

depends on the porosity of the surface of the processed 

material and averages 350 ml per 1m2.  

Recommendations for use: 

• Always test required concentration of liquid on a 

small material sample to be sure in its suitability; 

• when surface treatment apply working solution on 

a surface with a brush, roller or by sprayer preventing 

flows and drops; 

• carry out work in dry weather conditions at 

temperatures between +5°C to +25°C. Drying time at 

+20°C is not more than 24 hours, at lower 

temperatures the drying slows down and may take 

longer. 

Safety instructions 

Detailed instructions are given in the relevant product 

safety data sheet. It can be provided upon request from 

the Unisil Hungary Kft or printed from the website 

Unisil Hungary Kft www.unisil.eu. 

Product Specification 

Appearance Colorless or light brown 

liquid 
organoleptically 

Density at (25,0±0,5)°С, g/cm3 1,17 - 1,30  

Mass content of non-volatile substance, % 25 - 35 EN ISO 3251 

Alkalinity, based on the NaOH , % 13 - 17  

Remarks: precipitation during storage is not a rejection factor.   

For more information please contact your nearest representative of Unisil Hungary Kft. 

LIMITED WARRANTY 

PLEASE READ CAREFULLY 

The information contained herein is accurate, but it does not relieve the customer from the control of each batch 

of   products supplied. Since the conditions and methods of use of our products are beyond our control, the 

recommendations contained in this document should be updated by the client providing preliminary tests. 

Recommendations for use should not be construed as a guarantee of product suitability for a particular purpose. 

Unisil Hungary Kft warrants only that the product meets its specifications in effect at the time of delivery. 

http://www.unisil.eu/

